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3000W Sinewave Inverter, Transfer Switch Series
SWXFR 1230 (12V 3000W - 120VAC)
SWXFR 2430i (24V 3000W - 230VAC)

3000W MSW Inverter Series
MW 1230HW (12V 3000W - 120VAC)
MW 2430iHW (24V 3000W - 230VAC)
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Convert Battery Power to Household AC Power

e Run your household appliances in your boat or vehicle

® Choose between economical modified sinewave and premium
sinewave output

e SWXFR series intergrated transfer switch allows you to switch
seamlessly from shore power to battery power

e |deal for running microwave ovens, power tools, electronics items
and more

Features and Benefits Dimensions (W x Lx H):
ReguIated output MW 1230HW: 18.8x11.3x6.7”

: 477 x 287 x 170
Low battery shutdown to prevent total battery discharge MW 2430iHW: (18_8))(( 11_3XX 6_7Tm)

Detachable display for battery status and load measurement (477 x 287 x 170mm)
Over temperature shutdown SWXFR 1230: 18.8x11.3x6.7”

. : : (477 x 287 x 170mm)
Mounting brackets and high quality DC connectors make SUSTER AT 18 Borll B wE 71

installation simple (477 x 287 x 170mm)
3000W continuous output and 6000W surge ensures you can _
operate all the comforts of home Weight:

: : : : . MW 1230HW: 14.6 b (6.63 kg)
All models de5|gne-d to be haro_I—W|red using terminal strip MW 2430iHW: 14.6 Ib (6.63 kg)
USB port for charging USB devices SWXFR 1230: 14.6 Ib (6.63kg)
Approved to UL, CSA and European Regulatory Standards SWXFR 2430i:  14.6 Ib (6.63kg)




sS000W DC to AC Power Inverfters

Sinewave Inverter, Transfer Switch Series
SWXFR 1230, SWXFR2430i

MSW Inverter, Hardwire Series
MW1230HW, MW2430iHW

SW Inverter, Transfer Switch Series MSW Inverter, Hardwire Series
SWXFR1230 SWXFR2430i MW1230HW MW2430iHW

Inverter (12V, 3000W, 120V) | (24V, 3000W, 230V) | (12V, 3000W, 120V) | (24V, 3000W, 230V)
Qutput Power (Continuous) 3000W 3000W
Qutput Power (Peak) 6000W 6000W
Qutput (Voltage, Frequency) 120 VAC, 60 Hz 230 VAC, 50 Hz 120 VAC, 60 Hz 230 VAC, 50 Hz
Qutput Current 250A 13.0A 250A 13.0A
Qutput Waveform True Sine Wave (3% THD) Modified Sinewave
Peak efficiency 90% 90%
No-load battery draw <20A | <1.0A <15A | <0.8A
5V USB 750mA 750mA
DC Input Voltage (nominal) 12.5 Vdc 25.0 Vdc 12.5 Vdc 25.0 Vdc
DC Input Operation Range 10.5-15.5 Vdc 21.0-31.0Vdc 10.5-15.5 Vdc 21.0-31.0Vdc
DC Input Current ~270A ~135A ~270A ~135A
Input Undervoltage Warning / Shutdown 11.2/10.5 Vdc 22.4/21.0 Vdc 11.2/10.5 Vdc 22.4/21.0 Vdc
Input Undervoltage Recovery 11.8 Vdc 23.6 Vdc 11.8 Vdc 23.6 Vdc
Input Overvoltage Shutdown 15.5 Vdc 31.0 Vdc 15.5 Vdc 31.0 Vdc
Qutput Power Warning / Shutdown Warning / Error code Warning / Error code
Qutput Short Circuit Protection Error code Error code
Temperature Warning / Shutdown Warning / Error code Warning / Error code

Detachable Display
Display Panel Port RJ12 RJ12
Inverter Mode Input V/A, Output Power Input V/A, Output Power
Charger Mode Status, Battery Voltage Status, Battery Voltage
Warning and Fault Code Yes Yes
LED Indicator Yes (Status, Display) Yes (Status, Display)

AC Transfer Switch
Transfer time <30 ms
Transfer Relay 30A max. 16A max.
AC Input Source Setting 15, 20, 30A 8,10, 16A
AC Input Port Heavy duty connector 30A Heavy duty connector 16A
PRy (Wr\iltﬁrgﬁ‘: ;r(;;(kir) Schuko, UK, AUZ socket (Wmﬁl\gg‘: ;E!Zr(t)e;(kir) Schuko, UK, AUZ socket
AC Output Port 2 (Hardwire) Heavy duty connector 30A Heavy duty connector 16A Heavy duty connector 30A Heavy duty connector 16A
AC Qutput Port 3 (Hardwire) Heavy duty connector 30A Not available Heavy duty connector 30A Not Available

AC Transfer Switch is not available on MW series

Regulatory Compliance
Standards UL 458 marine, UL 458 marine,

CSA C22.2 No. 107.2-01 CSA C22.2 No. 107.2-01

EMIEMC FCC Part 15 Class B FCC Part 15 Class B

LISTED US
Intertek KISAE Technology Co. Ltd.

Room 206, 2nd Floor, Alliance Building,
130-136 Connaught Road Central,
Hong Kong

Email: info@kisaetechlogy.com
www.kisaetechnology.com




